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Monoaxial

stretched

yarns made of

polyethylene or

polypropylene

for tufting 

synthetic

turf surfaces

• private garden constructions 
and roof-decks

• playgrounds for school and 
kindergarten

• landscape gardening for parks
and hotel areas

• communal lawn along road 
networks and roundabouts

• indoor turf installations with 
natural appearance

multiple yarn flat in 
texturised condition

multiple yarn flat 
in straight conditionLenzing Grass

• long pile football pitches with 
infill for FIFA approval and 
UEFA accreditation 

• specialised trainings areas with 
or without infill for highest 
durability and low maintenance

• short pile surfaces for tennis, 
golf, hockey, others

• artificial turf for multifunctional
sport use

S P O R T I N G  A P P L I C A T I O N S :

L E I S U R E  &  H O M E  T U R F :

• multiple yarn flat:
straight or texturised (curled)

• multiple yarn profiled:
straight or texturised (curled)

• single yarn fibrillated:
straight or texturised (curled)

Y A R N   G R A D E S :

• high durability and abrasion 
resistance

• optimum softness with best 
recovery effect

• environmentally safe - free of
heavy metals

• highest light and 
weather fastness

• maximum UV-stability

• wide range of standard 
colours with natural look

Y A R N   P R O P E R T I E S :



special customer feature  =>  Lenzing Grass can be supplied in various combinations of
different yarn grades and number of single yarn ends.

Tailor-made yarn
constructions:

Mainly used
standard colours:

Typical physical 
properties:

• width:
• thickness:
• colour:
• condition for tufting:

• core dimensions:
• weight of the spools:

as required (multiple yarn flat: 1,0 to 2,0 mm)
as required (multiple yarn flat: 80 to 150 µm)
as required (wide range of standard colours)
straight = twisted 36 T/m in Z-direction
texturised = enwinded with a special BCF yarn
inner diameter = 73 mm, length = 300 mm
3 to 6 kgs (depending on yarn grade and condition)

Characteristics

Warranties:

• UV-stabilisation:
• light fastness:
• weather fastness:
• yarn compound:

min. 1000 kly (up to 10 years outdoor exposure)
8
5
PE or PP, free of heavy metals, environmentally safe

titer
dtex

800 - 2700
3000 - 11000

arctic white ochre yellow signal yellow grass green olive green dark green brick red azure blue

multiple yarn flat (single end):
single yarn fibrillated:
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tensile strength
cN/tex

15 - 45 (25)
15 - 25 (20)

elongation at break
%

30 - 100 (60)
20 - 60 (40)
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Lenzing Plastics GmbH & Co KG
A-4860 Lenzing - Austria

Tel: ++43 (0) 7672/701-2754
Fax: ++43 (0) 7672/918-2754
E-Mail: m.haitchi@lenzing-plastics.com
Internet: www.lenzing-plastics.com
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In brackets you find the values we recommend due to our experience - other requirements according to customers demand.

Lenzing Grass


